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GRASS

NATIVE GRASSES AND
LOW GROUND COVERS

NEW TREES
(MIXED DECIDUOUS & EVERGREEN SPECIES)

WATER COURSE

PLAY FEATURES

RETAINING STRUCTURES

ROCKY CREEK BED

KEY

TIMBER DECKS
(BRIDGING SHALLOW WATER CHANNELS)

GRANITIC GRAVEL PATH

SOFTFALL & LANDSCAPED AREAS

STORM WATER 'LOW FLOWS' INTERCEPTE
FROM EXISTING STORMWATER PIPE AND
DIVERTED TO RAINGARDENS

STORMWATER RUN OFF FROM ROAD WAY
DIVERTED (VIA GUTTER) TO RAINGARDENS

INTERCEPTED STORMWATER 'LOW FLOWS
DIRECTED TO  RAINGARDEN

74 SQM RAINGARDEN, TREATING
INTERCEPTED ROADWAY RUN OFF AND
FEEDING CREEK SYSTEM

43 SQM RAINGARDEN, TREATING DIVERTE
STORMWATER THEN FEEDING CREEK
SYSTEM

HEAD OF CREEK SYSTEM
ACCEPTING TREATED STORMWATER FROM RAIN
GARDENS

200 KILOLITRE
UNDERGROUND WATER TANK

TIMBER BRIDGE DECKS ALLOW COLLECTED RUN
OFF FROM EDGE OF PATH GUTTERS TO FLOW
UNDERNEATH PATH AND INTO CREEK SYSTEM

CREEK SYSTEM FURTHER FILTERS AND AERATES
STORMWATER THROUGH APPROPRIATE
PLANTINGS & ROCKY/ SAND CREEK BED

BOTTOM OF CREEK SYSTEM
TREATED STORMWATER IS DIRECTED INTO
UNDERGROUND TANK FOR STORAGE AND RE-USE

EDGE OF PATH STRIP DRAIN, COLLECTS RUN OFF
FROM GRASS AND PATH, DRAINING TO BRIDGE DECKS


